
Consumables for C 5000 control Ident. No.

C 5003.1 Aqua Pro stabilizing agent (2 x 20 ml) 7207700

C 710.4 Cotton thread, cut to length (500 pieces) 1483700

C 5010.3 Ignition wire, spare (5 pieces) 7122800

C 5012.3 Ignition wire, platinum (2 pieces) 2994900

C 4 Quartz dish 1695500

C 5 Set of VA combustion crucibles (25 pieces) 1749500

C 6 Quartz dish, big 0355100

C 710.2 Set of VA combustion crucibles (25 pieces) 1483500

C 9 Gelatine capsules (100 pieces) 0749900

C 10 Acetobutyrate capsules (100 pieces) 0750000

C 12 Combusion bags 40 x 35 mm (100 pieces) 2201400

C 12 A Combusion bags 70 x 40 mm (100 pieces) 2201500

C 14 Combustible crucible (100 pieces) 7224500

C 15 Paraffin strips (600 pieces) 3131100

C 16 Parafilm (100 x 5 cm) 3801100

C 17 Paraffin, liquid (20 ml) 3801200

C 43 Benzoic acid NIST 39i (30 g) 0750600

C 723 Benzoic acid, blister package (50 pieces) 3243000

C 723 Benzoic acid, blister package, big pack (450 pieces) 3717400

AOD 1.11 Control standard for sulfur and chlorine (50 ml) 3044000

AOD 1.12 Control standard for fluorine and bromine (50 ml) 3080200

Accessories for C 5000 control Ident. No.

C 5010 Decomposition vessel, standard 7114000

C 5012 Decomposition vessel, halogen resistant 7215000

C 5010.4 Attachment for combustible crucible C 14 (for C 5010 / C 5012) 3016900

C 5010.5 Crucible holder, big (for C 5010 / C 5012) 3055900

C 5030 Venting station (for C 5010 / C 5012) 
with gas wash bottle acc. to DIN 12596 (for gas absorption) 7198000

C 5020 Sample rack 7145000

KV 600 Cooling water supply (230 V) 3410500

KV 600 Cooling water supply (115 V) 3410501

C 5041.10 Connection cable 3036000

C 21 Pelleting press 1605300

C 29 Pressure gauge, oxygen 0750200

Instructions on the IKA® calorimeter system C 5000 available on request
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C 5000 control P1/10 C 5000 control P1/12 C 5000 control P2/10 C 5000 control P2/12

Measurement

Measuring range max. [J] 40.000 40.000 40.000 40.000

Measuring mode dynamic 22°C yes yes yes yes

Measuring mode adiabatic 22°C yes yes yes yes

Measuring mode isoperibol 22°C yes yes yes yes

Measuring time dynamic approx. [min] 10 10 10 10

Measuring time adiabatic approx. [min] 15 15 15 15

Measuring time isoperibol approx. [min] 22 22 22 22

Reproducibility dynamic 
(1g benzoic acid NBS39i) [%RSD]

0.1 0.1 0.1 0.1

Reproducibility adiabatic 
(1g benzoic acid NBS39i) [%RSD]

0.05 0.05 0.05 0.05

Reproducibility isoperibol 
(1g benzoic acid NBS39i) [%RSD]

0.05 0.05 0.05 0.05

Temp. measurement resolution [K] 0.0001 0.0001 0.0001 0.0001

Decomposition vessel C5010 C5012 C5010 C5012

Cooling

Cooling medium temperature [°C] - - 10 - 19 10 - 19

Cooling medium permissible 
operating pressure [bar]

- - 9 9

Cooling medium dist. water dist. water tap water tap water

Type of cooling internal internal flow flow

Flow rate [l/h] - - 18 - 42 18 - 42

Oxygen operating pressure max. [bar] 40 40 40 40

Interfaces

Scale RS232 RS232 RS232 RS232

Printer Centronix Centronix Centronix Centronix

PC RS232 RS232 RS232 RS232

Test rack yes yes yes yes

General Data

Dimensions, W x D x H [mm] 740 x 380 x 400 740 x 380 x 400 560 x 380 x 400 560 x 380 x 400

Weight [kg] 58 58 42 42

Ambient temperature [°C] 20 - 25 20 - 25 20 - 25 20 - 25

Ambient humidity [%] 80 80 80 80

Protection class acc. to DIN EN 60529 IP 21 IP 21 IP 21 IP 21

Facts:

C 5000 Calorimeter




